mkema) Wireless Chock CA02

Wireless vehicle retention system with radio card frequency.

TECHNICAL DESCRIPTION IMAGES OF THE CHOCK

Wheel chock vehicle detection system with built-in detec-
tor, which improves safety in the truck loading/unloading
manoeuvre.

Reliable, as it does not incorporate optical sensors subject to
obstructions by dirt, snow or humidity.

Wireless and resistant with an integrated radio frequency
system. The robust design of the high quality polyurethane wheel
chock allows intensive use in loading and unloading centers.
Wiring is not required, and its usage is very easy.

Stainless and long-lasting, all the electronic components of "
the wheel chock have been encapsulated, thus completely ‘1'"\.
eliminating atmospheric exposure and guaranteeing an 1P67
degree of tightness.

Securitv anti-theft chain included in all desians.

TECHNICAL DATA

-Wireless.

-Battery life: Minimum 2 years

-Range of the emitter: 30m

-Response time: 60ms

-Frequency bands: 868.95 MHz & 869.85 MHz

-Power supply of the emitter: Batteries integrated in the emitter Diameter*
. Code

-Receiver power supply: 12/24V AC/DC [mm]

-Receiver memory: 14 transmitters 265/ 70R 17,5 816

-Receiver outputs: 1 Relay 245/ 70R 19,5 838

-Emitter tightness: IP67 255/ 60R 19,5 801

-Receiver tightness: IP55 265/ 70R 19,5 866
275/ 70R 22,5 957
275/ 80R 22,5 1012
295/ 60R 22,5 926
295/ 80R 22,5 1044
305/ 70R 22,5 999
315/ 45R 22,5 855
315/ 60R 22,5 950

315/ 70R 22,5 1013
315/ 80R 22,5 1076
355/ 50R 22,5 927
385/ 55R 22,5 995
385/ 65R 22,5 1072
425/ 65R 22,5 1124
455/ 45R 22,5 981
495/ 45R 22,5 1017

*For smaller wheel diameters, consult the technical department.
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For further information please contact us by phone +34 93 544 47 08 or by email: export@inkema.com



