Rolling High-speed Door

Self-repairable for Indoor Use.

Technical Description

The Inkema PR17 High-Speed Door, with its self-repairing system and high-quality construction, is the perfect
choice for supermarkets and retail stores seeking efficient separation between their storage area and sales zone.

Featuring an innovative flexible bag system, this door ensures optimal protection and rapid recovery in the event of
coliisions. Made with durable materials and a high-tenacity polyester PVC curtain, the PR17 delivers long-termreliability.

Its sleek design, crafted from lacquered steel, enhances the aesthetics of your facilities, along with high-quality
finishes. The PR17 is equipped with various safety systems and offers additional customizable options.

. Additional Features
Technical Features
* Application: Indoor Light curtain
o Max. Size: 4000 x 4000mm (width x height)
. Frequency Inverter
« Material (structure): Lacquered steel. . .
) . . Uninterrumpible Power
(Galvanized or stainless optional). Supply (UPS)
0 Lo 1,6m/s Extra opening options
o Colours (canvas-frame): | 10 colors (white, cream, yellow, Motor C
orange, red, light blue, dark blue, otor Lover
green, grey, and black). Frontal Cover
+ Canvas Material: High-Resistance PVC (900g/m? Arow of small windows
» Wind Resistance: Class 3 Second row of small windows
o Life Cycles: 250,000 cycles Additional push button panel
Intermediate Stop
Frame stainless steel

The Self-repairing High-speed Door (PR17) has been calculated and designed according to the following
European Standard: EN 13241-1

Optional Feature *For other options, consult Customer Service.

Standard Feature



Operation

« Electronic End-of-Travel Sensor (Encoder).
Power Supply Voltage: 230V |

o Emergency Stop (optional)

Clutch-Release Motor for Manual Operation
» \oltage Isolator (optional)

Safety Systems

The PR17 features a polarized filter photoelectric curtain as a standard safety system,
which prevents any collision if a person or goods pass beneath the door while it is in
operation. This curtain also includes cross beams to ensure maximum protected volume.

The photoelectric curtain has safety certification in accordance with the following
regulations: EN ISO 13849-1:2008 Cat.2 PL D; EN 61508:2010 SIL2; EN 12978:2009
(SB type, excl. IEC 61496-2:2006).
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